BOLD 7 UP-TWIN

CABEL

Certificate model name: BOLD 7 UP-TWIN T2
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TECHNICAL DATA PLUS
Thermic Power (at min-at max) kW 2,9-7,0 5 stars D.M. 186 0 Upper exhaust Lk | integrated
Introduced thermal power (at max) kW 7,9 m’ — concentric outlet
Water useful power (at min-at max) kW - D
Seasonal energy efficienc s [%] 85
N & N ! L . ’ Shield Magic Glass Remote control
Useful efficiency (at min-at max) % 90 - 89 @’ o (optional)
Heatable volume (at min-at max) m? 83 -200
COz (min-max) % 7,8-12,0 ggg Cast iron burning pot Connection to the Comfort mode -
Emissions CO (13% O2) (at min-at max) mg/Nm3 | 220-125 |, externalthermostat Maximum silence
Emissions OGC (13%0:) (at min-at max) mg/Nm? 2,0-2,0
Emissions NOX (13% O2) (at min-at max) mg/Nm? 110- 99 AVAILABLE FINISHES
Dust content at 13% Oz (at min-at max) mg/Nm3 20-15
Fuel Pellet mm @61=3+40 7025001 Steel White EAN 8053859021100
Hopper capacit k 16
PP capacty é 7025002 @ steel Titanium EAN 8053859021117
Hourly consumption (at min-at max) kg/h 0,6-1,7
Autonomy (at min-at max) h 27-9 7025003 . Steel Anthracite EAN 8053859021742
Supply and frequency V-Hz 230-50
Ignition electrical absorption w 350 OPTIONAL
Operating electrical absorption (at max) W 74
Draught for chimney sizing calculation (EN13384- . ) 5024010 Remote control with thermostat EAN 8053859020943
) °
Mass of smoke (at min-at max) g/sec 3,0-5,0
Exhaust fumes temperature (at min-at max) °C 164 - 239
Distance from material comb. (back/side/under) mm 200/300/0
Distance to material comb. (front/top) mm 650 /750
Exhaust fumes outlet @ 2 mm 80
Combustion air inlet @ mm 130
Appliance Type (tightness) Type CC50
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